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Programmable Liquid Particle Counter

Measures particles in liquid samples with adjustable sample volume, up to sixteen custom size channels and
controlled line flushing. Report and log queries support laboratory record management.

Key features

• Preset 10 µm and 25 µm channels

• Programmable sampling flow

• Timestamped laboratory reports
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Technical Information

Particle size range 1-400 µm

Sampling flow 5-60 mL/min

Concentration range 0-10000 particles/mL

Size resolution >90%

Touch display 7 in; Linux

Pre-sampling volume 0.3-1 mL

Sample volume 0.2-100 mL

Standard syringe 10 mL

Sample volume error <±1%

Count accuracy ±10%

Repeatability: >1000/mL, 5 mL sample RSD <2%

Custom channels ≤16; 2-100 µm
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Data interface RS232

Network Wi-Fi / Ethernet

Preset channels ≥10 / ≥25 µm

Additional preset groups ≥2 / 5 / 10 / 15 / 20 / 25 µm; ≥5 / 8 / 10 / 12 / 50 / 100 µm

Anesthesia-device channels 4-6 µm / >5 µm
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Standard Configuration

Instrument as configured in the quotation. Confirm sampling syringe, tubing, printer and consumable
quantities in the delivery list.

Optional Accessories

Calibration materials, replacement consumables and qualification documents are separately confirmed and
quoted where available.

Selection / Ordering Information

Confirm sample matrix, method edition, size channels, sample volume and required reports. Method
references do not establish certification; validate software and method suitability for the laboratory workflow.


