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Single-Channel Adjustable Pipette Series
Adjustable single-channel pipettes cover 0.1 µL to 10 mL across separate volume ranges. Select one range
and compatible tips; specifications vary by range.

Technical Information

Volume ranges 0.1-2.5; 0.5-10; 2-20; 5-50; 10-100; 20-200; 50-200; 100-1000;
200-1000; 1000-5000 µL; 2-10 mL

Increments 0.05; 0.1; 0.5; 0.5; 1; 1; 1; 5; 5; 50 µL; 0.1 mL

Tip sizes 10; 200; 1000 µL; 5; 10 mL

Display digital volume window

Lower assembly removable; autoclavable

Pipette performance by volume range

Range (µL) Increment (µL) Test volume (µL) Systematic error
(±%)

Random error
(±%)

0.1-2.5 0.05 2.5 2.50 2.00

0.1-2.5 0.05 1.25 3.00 3.00

0.1-2.5 0.05 0.25 12.00 6.00

0.5-10 0.1 10 1.00 0.80

0.5-10 0.1 5 1.50 1.50
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Pipette performance by volume range

Range (µL) Increment (µL) Test volume (µL) Systematic error
(±%)

Random error
(±%)

0.5-10 0.1 1 2.50 1.50

2-20 0.5 20 0.90 0.40

2-20 0.5 10 1.20 1.00

2-20 0.5 2 3.00 2.00

5-50 0.5 50 0.60 0.30

5-50 0.5 25 0.90 0.60

5-50 0.5 5 2.00 2.00

10-100 1 100 0.80 0.15

10-100 1 50 1.00 0.40

10-100 1 10 3.00 1.50

20-200 1 200 0.60 0.15

20-200 1 100 0.80 0.30

20-200 1 20 3.00 1.00

50-200 1 200 0.60 0.15

50-200 1 100 0.80 0.30

50-200 1 50 1.00 0.40

100-1000 5 1000 0.60 0.20

100-1000 5 500 0.70 0.25

100-1000 5 100 2.00 0.70

200-1000 5 1000 0.60 0.20

200-1000 5 500 0.70 0.25

200-1000 5 200 0.90 0.30

1000-5000 50 5000 0.50 0.15

1000-5000 50 2500 0.60 0.30
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Pipette performance by volume range

Range (µL) Increment (µL) Test volume (µL) Systematic error
(±%)

Random error
(±%)

1000-5000 50 1000 0.70 0.30

2000-10000 100 10000 0.60 0.20

2000-10000 100 5000 1.20 0.30

2000-10000 100 2000 3.00 0.60

Standard Configuration
The quotation must identify the selected instrument configuration and supplied accessories. Where several
specifications are listed, they describe separate versions in the same order; they do not describe one combined
configuration.

Optional Configuration
Optional equipment and consumables are supplied only when itemized in the quotation. Confirm dimensions,
compatibility, electrical supply and the required configuration before ordering.

Selection and ordering
Include the PRECETTA model, selected specification, sample or application, quantity and destination in your
inquiry. Use the complete PDF to compare variants and configuration details.

Technical Information
Select one volume range. Matching tips and tip boxes are separate selections; included quantities are not
specified. The lower assembly is removable and autoclavable. The performance table gives volume-dependent
systematic and random error limits.


